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Thermostatic Water Baths

Used for precision constant temperature and auxiliary.

@ Inner tank: 1 hole, 2 holes, 2 rows & 4 four holes, 2 rows & 6 holes are stainless steel stretching inner chamber.
® 1 row & 4 holes, 1 row & 6 holes, 2 rows & 8 holes are stainless steel inner chamber.

Main Technical Parameters:

Name 1row & 2holes  1row &4 holes
Model wB-7-2 WB-13-4

2 rows & 8 holes
WB-20-8

2 rows & 6 holes
WB-18-6

2 rows & 4 holes
WB-12-4

1 row & 6 holes
WB-19-6

Healing mode Bottom heating, water temperature natural convection
Temp. Range RALE-100C
Function ;:?: G 01T
Temp. Motien +0.5C
Temp. Uniformity 1T
Walter Sink Stainless steel, surface electrolysis treatment
Sk Outer Shell Cold rolled steel plate, surface electrostatic powder spray
Heater Stainless steel U type heating tube
Power Rating 300W 80OW 1000W i 1500W l 800W 1200W 2000W
Temp. Control Made PID
Temp Setting Made Touch button setting
Temp. Display Mode Measuring temperature: display on the three digital tubes upper row , setting temperature: display on the lower row
Conirollar Timer 0999 min { with timing function )
Timing Function Fixed temperature operation, timing function, auto stop.
Program Schema Optional: multi-section program control
Additional Function Deviation correction, manu key lock, power failure back—up, power—oif parameter memery, PID adjustable
Sensar Thermal resistor
Safety device Over-temperature alarm, short-circuit protection
g'::;\ﬁhfr:‘;:m} 160°160'130 | 305160130 | 600°165'130 | 900°165'130 | 805'305'130 | 470°305'130 600°290°130
R:I‘T_r‘rtlr}ﬁ:zr:j 200210210 | 340210210 | 635°165'210 | 930°210°210 | 340°350°210 | 510°350°210 635°340°210
iﬁf:i‘:_lg; f‘:'jf:f:}l 270°270°275 405275275 715°260°275 1000*260°275 415'415°275 575°410%275 700*415°275
Internal Volume 3.3L 6.3L 128L 18.3L 12L 18.6L 20.6L
Spacificati eI = 120mm
o Caver Material PP Plastic
Cover Number Per
Hola 5
Powear Supply
( 50/60Hz ) Current AC220V 1.4A AC220V 2.7A AC220V 4.5A AC220V 6.8A AC220V 3.6A AC220V 5.44 AC220V 6.8A
Rating
NW/GW (kg) 3KG/3.5KG AKG/EKG TKGIEKG BKG/MOKG BKGITKG BKG/AKG IKGMIKG
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